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The mechanical response of E-862 and PR-520 resins is investigated in tensile and shear loadings. At 
both types of loading the resins are tested at strain rates of about 5x10–5, 2, and 450 to 700 s–1. In addition, 
dynamic shear modulus tests are carried out at various frequencies and temperatures, and tensile stress 
relaxation tests are conducted at room temperature. The results show that the toughened PR-520 resin can 
carry higher stresses than the untoughened E-862 resin. Strain rate has a significant effect on the response 
of both resins. In shear both resins show a ductile response with maximum stress that is increasing with 
strain rate. In tension a ductile response is observed at low strain rate (~5x10–5 s–1), and brittle response  
is observed at the medium and high strain rates (2, and 700 s–1). The hydrostatic component of the stress 
in the tensile tests causes premature failure in the E-862 resin. Localized deformation develops in the  
PR-520 resin when loaded in shear. An internal state variable constitutive model is proposed for modeling 
the response of the resins. The model includes a state variable that accounts for the effect of the 





Resins are frequently used as the matrix material in laminated fibrous composites (glass or carbon 
fibers in resin matrix) that are used in applications where loading is applied at different rates. The 
mechanical properties (stress-strain relation and failure) of composites, like other materials, are sensitive 
to the rate at which they are loaded and deformed. The rate dependency of these properties is determined 
from tests in which material specimens are loaded at different strain rates. 
In many engineering applications the strain rate at which materials are loaded ranges from 10–5 s–1 in 
quasi-static loading to 103 s–1 in dynamic loading. Within this range hydraulic testing machines are 
typically used for testing at strain rates up to about 5 s–1, and the Split Hopkinson Bar (SHB) technique is 
used for testing at strain rates above about 200 s–1. In the split Hopkinson bar technique a short material 
specimen is placed between two bars. The specimen is loaded by a wave that is generated in one of the 
bars (more details about the technique are given in the next section). The technique was introduced by 
Kolsky (1949) with loading in compression and has been later modified to torsion and tensile loading. 
With metals, most of the low and medium strain rate tests are done in tension. In studies that include 
high strain rate tests with the SHB technique, most of the tests are done in compression since compression 
SHB tests are the easiest to conduct. A large number of tests have also been conducted in shear (torsion of 
a thin-walled tube) but much fewer tests have been done in tension. This is because torsion and especially 
tensile SHB tests are more difficult to conduct than the compression tests. For metals, testing with 
different types of loading, which require specimens with different geometries, does not present a 
significant problem since metals are homogeneous and isotropic, and specimens can easily be machined 
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to have any geometry. The results show consistent material behavior that is independent of the type of 
loading. This is because at room temperature over a wide range of strain rates, the strain rate sensitivity in 
metals is mostly due to the time dependency of dislocations motion that can be modeled in terms of 
various kinds of applied loads. 
With laminated fibrous composites, investigating the effects of strain rate on the material response is 
by far more complicated. A unidirectional lamina, which is not homogeneous and not isotropic, is the 
basic building block of a multi-layered laminate. Within the laminate, the stress, strain, and strain rate are 
not uniform and vary from ply to ply. With laminated composites it is also more difficult to conduct, and 
correlate between, experiments with different types of loadings. A thin laminate is suitable for tensile 
loading, but a thicker laminate is required for compression loading. Pure shear properties of a lamina are 
difficult (or impossible) to measure directly, while laminas that are part of a multi-ply composite can 
undergo significant deformation in shear. In addition, the strain rate sensitivity of the composite is due to 
the rate sensitivity of the fibers and the resin matrix. The relationship between load and deformation in 
resins is also more complicated than in metals since the hydrostatic component of the stress has a 
significant effect even at low level of stress.  
Tensile and compression tests with different configurations of laminates at various strain rates show 
that the response of composites is greatly affected by strain rate. In general, experimental results show an 
increase of modulus and strength with increasing strain rate. The development of constitutive equations 
that include the effect of strain rate from the results of tests with laminates alone is not straightforward. 
This is because the actual stress and deformation in the matrix and the fibers depends on the configuration 
of the laminate and, as mentioned before, within the laminate varies from ply to ply. For example, in a ±θ 
angle-ply laminate that is loaded in uniaxial tension, the stress in the matrix can be a combination of 
compression and shear for small θ’s, or of tension and shear for large θ’s. Obviously, the behavior of the 
resin under different types of loads and loading rates has to be understood before a general model that 
includes strain rate effects can be developed for the composite. 
Only limited data is available on the strain rate sensitivity of polymers and resins, and most of the 
data that includes high strain rates is from compression tests. Results from such tests, Walley et al. 
(1989), Chen and Zhou (1988), Shah Khan et al. (2002), Buckley et al. (2001), show an increase in yield 
stress and maximum stress with increasing strain rate. Buckley et al. (2001) have also conducted tensile 
tests, which showed an increase in modulus, a small increase in maximum stress, and a reduction in 
failure strain with increasing strain rate. In addition, the resins show a much more brittle response in 
tension than in compression. The same resins that were tested by Buckley et al. (2001) were also tested in 
shear at various strain rates by Hou et al. (2000). Their results show a more ductile response in shear than 
what was observed in tension. Tests with various types of combined loading ranging from uniaxial 
compression to biaxial tension were carried out by Kody and Lesser (1997). These tests were done at 
different strain rates within the range of a hydraulic machine. The results show that in addition to strain 
rate, the hydrostatic component of the stress has a very significant effect on the yield stress. 
Polymers are known to have a strain rate dependent deformation response that is nonlinear. 
Traditionally, viscoelasticity models have been used to capture this behavior (Wineman and Rajagopal 
(2000)). However, there has been an interest in the research community in using constitutive equations 
developed for metals, based on viscoplasticity theory, to model the nonlinear, strain rate dependent 
deformation of polymers. For example, Zhang and Moore (1997) adapted the Bodner-Partom internal 
state variable based viscoplasticity model (Bodner 2002) developed for metals to analyze the nonlinear, 
uniaxial tensile response of polyethylene. Bordonaro (1995) and Krempl and Ho (2000) adapted the 
viscoplasticity theory based on overstress (originally developed for metals) to analyze the nonlinear 
deformation of Nylon 66. 
Unlike in metals, hydrostatic stresses are known to affect the yield stress and nonlinear response of 
polymers (Ward (1983)). For example, the absolute value of the yield stress in compression is higher than 
the yield stress in tension. To account for these effects within a viscoplasticity approach, researchers such 
as Pan and colleagues (Li and Pan (1990), Chang and Pan (1997)) and Hsu et al. (1999) incorporated the 
effects of hydrostatic stresses into their models by applying variations of the Drucker-Prager yield criteria 
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(Khan and Huang (1995)). In these equations, the definitions of the effective stress and effective inelastic 
strain rate are modified to account for the effects of hydrostatic stresses. However, while efforts to 
account for the effects of hydrostatic stresses in developing yield criteria for polymers have been 
reasonably successful, the constitutive equations developed to model the full range of the nonlinear 
deformation response have not been fully successful. 
The objective of the research presented here is to study the response of two types of epoxy resins, that 
are frequently used for fabrication of aerospace composites by resin transfer molding, in tensile and shear 
loading over a wide range of strain rates. E-862 is an untoughened two-part epoxy system (EPON Resin 
862/EPON Curing Agent W) made by Shell Chemical, and PR-520 is a one-part toughened epoxy resin 
made by Cytec. The resins were loaded in shear and in tension in constant strain rate tests over a wide 
range of strain rates. The shear and tension loadings provide an opportunity to examine the effect of the 
hydrostatic stress component on the material response. In addition, dynamic shear modulus tests were 
conducted at various frequencies and several temperatures, and stress relaxation tests were conducted at 
room temperature. An internal state variable constitutive model is used to simulate the experiments. The 
model is based on the constitutive equations of Bodner (2002), which is modified to include the effect of 
the hydrostatic component of the stress on the response. This modification is done by introducing a new 





Tension and torsion tests have been conducted at strain rates of approximately 5x10–5, 2, and 400 to 
700 s–1. The low and medium strain rate tests (5x10–5 and 2 s–1) are done using a hydraulic bi-axial 
(tension/torsion) Instron machine, and the high strain rate tests are done using a tensile or a torsional Split 
Hopkinson Bar (SHB) apparatus. Dynamic measurements of shear modulus were performed over a range 
of temperatures and frequencies using the ARES instrument made by TA Instruments. The measurements 
were done using torsion rectangular specimens and a dynamic strain amplitude of 0.002. Temperatures 
ranged from room temperature to 250 °C, and frequencies ranged from 0.1 to 100 rad/s (0.0159 to  
15.9 Hz), which correspond to strain rate range of 2x10–4 to 0.2 s–1.  Stress relaxation tests were done 
using the DMA 2980 Dynamic Mechanical Analyzer made by TA Instruments.  These measurements 
were made at 30 °C using single cantilever beam specimens and a strain of 0.01. 
The split Hopkinson bar apparatus, shown schematically in figure 1, is made up of two aluminum 
bars. The specimen is placed (cemented) between the bars.  The specimen is loaded by a wave that is 
generated in the incident bar by first clamping a tensile force in the tensile SHB configuration, or a torque 
in the torsional SHB configuration, in the end section of the incident bar, and then releasing the clamp. 
Upon loading, part of the loading wave reflects back to the incident bar and part propagates on through 
the specimen to the transmitter bar. The incident and transmitter bars remain elastic throughout the test. 
The waves in the bars are measured with strain gages at two locations on the incident bar, and one 
location on the transmitter bar (Gage A, Gage B, and Gage C in fig. 1). The strain rate, strain, and stress 
in the specimen during the test are determined from the recorded waves in the bars. The details of the 







Three types of specimens are used in the tensile tests. All of the tests in the Instron machine and many 
of SHB tests are done with specimens having one of two kinds of dog-bone geometry, shown in figures 
2(a) and 2(b). The specimen in figure 2(a) has a uniform thickness of 7.1 mm, while in figure 2(b) the 
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thickness of the specimen in the gage section is reduced to 2.8 mm. A third type of specimen, which is a 
very short cylindrical specimen, as shown in figure 3, is used in some of the tests with the split Hopkinson 
bar apparatus. The specific situations in which the different types of specimens are used will be described 
later in this article. The specimen coupons are glued into two cylindrical aluminum adapters. For use in 
the split Hopkinson bar the unit (a specimen glued to two adapters) is cemented between the incident and 
transmitter bars. For use in the hydraulic testing machine the unit is pinned to double universal joints, 
which are connected to the grips of the machine. The double universal joint connection reduces the 





In the torsion tests the specimen is a short thin-walled tube, shown in figure 4. The specimen is 
obtained by machining a notch in a thick-walled tube. The thick-walled tube is made from an epoxy plate 
such that the axis of the tube is perpendicular to the plate. The specimen is first glued to aluminum 
adapters, and the unit is then attached to the testing machine. In a torsional split Hopkinson bar test the 
unit (a specimen glued to two adapters) is cemented between the incident and transmitter bars. In a test 
with the Instron machine, the unit is attached mechanically to the machine. The adapters in this case have 
a hexagonal end that is attached by screws to a hexagonal grip. To examine the effect of thickness of the 
specimen on the results, specimens with a wall thickness of 0.63 mm and 1.27 mm are used. 
 
Modulus and Relaxation Tests 
 
Specimens for the dynamic shear modulus tests and stress relaxation tests were cut from the same 
molded sheets used to make specimens for the tensile and torsion test specimens described above. 
Specimens were approximately 7.3 mm wide and 2.5 mm thick. The gage lengths of the torsion 
rectangular specimens were approximately 24 mm, and the beam lengths of the single cantilever beam 
specimens were approximately 17 mm. 
 
Measurement of Stress and Strain 
 
Tests with the Instron Machine 
 
In tests with the Instron machine the load cell of the machine measures the force, or the torque, 
applied to the specimens. The tensile, or shear, stress is determined from the force, or torque, by assuming 
a uniform state of uniaxial tension or pure shear in the specimen gage length. The strain in the tensile tests 
is measured with strain gages that are cemented to the specimen. Two strain gages (Measurements Group 
EA-06-125BZ-350 or EA-06-031DE-350) are cemented on the specimen’s surface on opposite sides. The 
strain can also be determined from the displacement of the machine’s head. In the torsion tests the shear 
strain is determined from the relative rotation between the specimen’s ends. The relative rotation is 
measured by the rotation of the machine’s head and by a special device made of two rings that are 
attached at the ends of the specimen gage and an LVDT that measure the relative rotation between the 
rings, Gilat and Krishna (1977). 
 
Tests with the SHB Technique 
 
In the standard SHB technique, the history of stress and strain in the specimen is determined from the 
recorded elastic waves in the bars. In this determination it is assumed that the specimen is under a state of 
uniform uniaxial tension stress and deformation in the tensile test and pure shear in the torsion test. As 
described later, in many of the tensile split Hopkinson bar tests the strain was also measured directly on 
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the specimen. This is done by placing two strain gages on opposite sides of the specimen just as in the 
tests with the Instron machine. 
 
 
Modulus and Relaxation Tests 
 
In the dynamic shear modulus tests a sinusoidal strain with amplitude γ is applied to a torsion 
rectangular specimen, and the resulting torque is measured. The shear stress τ is calculated from the 
torque using standard equations for torsion of rectangular beams (Rheometric Scientific, Inc, Instrument 
Manual 902-30026, Rev A, pages 54, 59, June 2000.) The stress, which lags the applied strain by a phase 
angle δ, can be resolved into sinusoidal components that are in phase and out of phase with the applied 
strain. The in-phase component is the elastic response, and the out-of-phase component is the viscous 
response. The in-phase (elastic) modulus, G′ , is called the “storage modulus”, and is defined by 
 
 ( ) δγτ=′ cos/G  (1) 
 
[Note that for a perfectly elastic material the torque and strain are completely in phase (i.e. δ = 0,  
cosδ = 1), and the equation above becomes the standard equation for elastic shear modulus.] The out-of-
phase modulus, G ′′ , is called the “loss modulus” and is defined by 
 
 ( ) δγτ=′′ sin/G  (2) 
 
In the stress relaxation tests a constant strain, γ, is applied to a single cantilever beam, and the 
decaying force, f(t), is measured. The time-dependent tensile stress, σ(t), is calculated from the force 
using standard beam bending equations. (TA Instruments, Inc., DMA 2980 Dynamic Mechanical 
Analyzer Operator’s Manual, PN 984004.002, Rev J, March 2002.)  
There are some potential sources of inaccuracy in the dynamic shear modulus and the stress 
relaxation tests. The equations in the instrument manuals for calculating tensile and shear moduli are 
assumed to be valid, and the default value of 0.44 is used for the Poisson’s ratio in the beam bending 
equations. Since the purpose for performing the dynamic mechanical tests is to quickly determine the 
relative effects of strain rate and temperature on the material modulus, no effort was made to measure the 
actual Poisson’s ratio or to verify the accuracy of the stresses calculated using the beam bending and 





Tensile and torsion tests to failure have been conducted with specimens made of E-862 and PR-520 
epoxy resins at strain rates of approximately 5x10–5, 2, and 400 to 700 s–1. Examples of data recorded and 
processed in typical experiments are shown in figures 5 to 10. Figure 5 shows the stress and strain as a 
function of time in a low rate torsion test. The figure shows that the shear strain determined from the 
machine’s head rotation and from the relative-rotation-measuring device are almost the same. This is 
because the connection of the specimen to the machine and the machine itself are very stiff relative to the 
specimen. Data recorded in a torsional SHB test is shown in figure 6. The figure shows the waves that are 
recorded in the incident and transmitted bars at the three gage locations shown in figure 1. The stress, 
strain rate, and strain determined from these waves by using the SHB equations are shown in figure 7. 
The figure shows that following the rise time the strain rate in the specimen is not constant but is 
decreasing gradually. This is because the strain rate in the SHB test depends on the response of the 
specimen and as the specimen’s stress increases, the strain rate decreases. Figure 8 shows records from a 
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low strain rate tensile test in the Instron machine. The figure shows the stress, determined from the 
measured force, the strain, determined from the head displacement, and the strain measured by the two 
strain gages that are attached to the specimen, all as a function of time. The figure shows that the strain 
measured by the two strain gages is almost identical which means that there is no bending. The strain 
determined from the head displacement is larger than the strain from the strain gages. This is because in 
determining the strain from the head displacement it is assumed that all the displacement is due to 
deformation in the gage section of the specimen. In reality, however, the displacement of the head is also 
due to deformation in the fillets (the rounded ends) and deformation in the other components that are 
loaded (adapters, connecting pins, universal joints). Figure 9 shows records from a tensile SHB test with a 
dog-bone shaped specimen. The figure shows the elastic waves recorded in the bars and the strain 
measured by the strain gages that are attached to the specimen. The stress, strain rate, and strain that are 
determined from these waves are shown in figure 10. The strain from the specimen’s strain gages is 
smaller than the strain determined from the elastic waves. This is again due to the fact that in the 




Results for E-862 Resin 
 
The results for the E-862 resin are shown in figures 11 to 16. The shear stress-strain curves from all 
the torsion tests are shown together in figure 11. The following observations can be made from this 
figure: 
 
• The maximum stress is very sensitive to the strain rate. The maximum stress increases with 
increasing strain rate. In the high strain rate tests the maximum stress is about twice the maximum 
stress in the low strain rate tests. 
• The E-862 resin is relatively ductile in shear. The maximum strain, however, decreases with 
strain rate. In the low strain rate tests the maximum strain reaches 0.4. At high rate the maximum 
strain is about half of that. 
• The results are independent of the wall-thickness of the specimen. Results from tests with wall 
thicknesses of about 0.63 and 1.27 mm are indistinguishable. 
 
Figure 12 shows the tensile stress-strain curves from all the tensile tests. The following observations can 
be made from this figure: 
 
• The maximum stress is about the same in the intermediate and high strain rates tests and lower in 
the low rate tests. 
• The material response in tension is much more brittle than in shear. In the low strain rate test, 
however, the response is much more ductile than in the medium and high strain rate tests. 
 
The tensile tests were initially done with the dog-bone shaped specimens, shown in figure 2(a). It was 
observed that, in tests at moderate and high strain rates, the specimens fractured in the fillet, as shown in 
figure 13(a). It appears that the specimens fractured in the fillet and not in the gage section that has the 
smaller cross-sectional area because of the high tensile hydrostatic stress component that exists in the 
fillet due to the curvature of the edges. Subsequently, the geometry of the specimen was changed to the 
one shown in figure 2(b). This specimen is the same as the original one except that the thickness 
perpendicular to the plane of the page in the gage section is reduced to 2.8 mm. (The specimen has a dog-
bone shape in two directions.) The objective was to increase the stress in the gage section such that the 
specimen will fail in the gage section and not in the rounded ends. In addition, some of the tests were 
done also by using smaller strain gages (Measurements Group EA06-031 DE-350) for measuring the 
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strain. In tests with reduced area specimens that have strain gages, the specimens fractured at the edge of 
the gage as shown in figure 13(b). To examine the effect of the strain gages, additional tests were 
conducted without strain gages cemented to the specimen. In these tests the strain that was determined 
from the stroke of the Instron machine, or from the SHB equations, was corrected empirically according 
to the relationship between this strain and the strain measured by the strain gages in experiments where 
they were used. In tests where no strain gages are used, the maximum stress and strain are the highest and 
the specimens fracture in the gage section. The differences between the different types of tests are shown 
in figure 14 for the tests at the medium strain rates. This figure shows that while the slope of the stress-
strain curve is about the same in all the tests, the maximum stress is the lowest in the specimens with the 
standard cross-sectional area and large strain gages, and largest in the specimens with the reduced cross-
sectional area and no strain gages. The maximum stress in tests with reduced area and strain gages is in 
between, with higher stress in the experiment with the smaller strain gage. 
Most of the tensile SHB tests were done with the dog-bone shaped specimens (fig. 2) that were used 
in the low and medium rate tests. The intention was to eliminate a possible effect of the specimen 
geometry on the results. The dog-bone shaped specimen that is shown in figure 2 is, however, relatively 
long for the SHB test. Ideally in the Split Hopkinson bar experiment, the specimen is short such that the 
time for the stress waves to traverse the gage section is short and the specimen is in a homogeneous state 
of stress. With a relatively long specimen, the stress-strain curves that are obtained from the tests contain 
oscillations that are due to the back and forth waves in the specimen, as can be seen in figure 12. To 
comply with the requirements of the SHB technique, experiments were also done with short cylindrical 
specimens, figure 3. The stress-strain curves from these tests have no oscillations and are in agreement 
with the results from tests with the longer specimens. The differences between the results from the 
various tensile SHB tests are shown in figure 15. In the first three tests with the standard cross-sectional 
area and the larger strain gages, the maximum stress is about 40 MPa (plot (a)). When the cross sectional 
area is reduced, the max stress is about the same when the large strain gages are used, but the stress 
reaches about 75 MPa when small strain gages are used (plot (b)). Results from tests with specimens with 
reduced area and without strain gages shows much higher strains (plot (c)). The stress-strain curve, 
however, has large oscillations due to the long length of the specimen. In the tests with the short 
cylindrical specimens (plot (d)) there are no oscillations. In one test the stress reached about 85 MPa, 
which is the highest stress level from all the tests. The failure of two of the short cylindrical specimens 
was, however, affected by hydrostatic tension. As shown in figure 16, these specimens fractured outside 
the gage section in the region that is actually inside the aluminum adapter. 
Overall, the results from using specimens with different geometries show that at the moderate strain 
rate, with reduced cross-sectional area (to limit hydrostatic stress effects) and no strain gages (to remove 
stress concentrations due to the gage and/or its glue), there is a noticeable increase in max stress over the 
low strain rate tests. In the high rate tests, on the other hand, making all the corrections improved the 
maximum stress somewhat, but there is still most likely premature failure, since it occurs outside the gage 
section. In reality the failure stress at the high strain rate is most likely higher than in the moderate strain 
rate. 
 
Results for PR-520 Resin 
 
The results for PR-520 are shown in figures 17 to 20. Figure 17 shows the measured shear stress-
strain curves from all the torsion tests. The following observations can be made from the figure: 
 
• The maximum stress is very sensitive to the strain rate. The maximum stress increases with 
increasing strain rate. For the high strain rate tests, the maximum stress is nearly twice the 
maximum stress in the low strain rate tests. 
• The PR-520 resin is relatively ductile. Unlike the E-862, the ductility is independent of the strain 
rates. At all of the strain rates the strain reached at least 0.4. 
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• At all strain rates the stress reaches a maximum at strain of about 0.15. Then there is a reduction 
of stress with increasing strain. The reduction is larger in the medium and high strain rate tests 
than in the low strain rate tests. The stress reduction might be due to localized deformation that 
develops in these tests.  
• The results are independent of the wall-thickness of the specimen. Results from tests with wall 
thickness of about 0.025 and 0.049 in. are indistinguishable. 
 
Figure 18 shows tensile stress-strain curves from all the tests. The following observations can be made 
from the figure: 
 
• The maximum stress is about the same in the intermediate and high strain rates and lower in the 
low rate test. 
• The material response in tension is brittle compared with the response in shear. In the low strain 
rate, however, the response is much more ductile than in the medium and high strain rate tests. 
 
Unlike the E-862 resin, the failure of the PR-520 resin does not appear to be sensitive to the 
hydrostatic component of the stress. None of the PR-520 resin specimens fractured in the rounded fillet 
region. The presence of strain gages on the specimen has only a minor effect on the failure in the medium 
and high strain rate tests. For the medium strain rate tests, the results from tests with different types of 
specimens are shown in figure 19. The figure shows that the stress strain curves are very similar except 
for a small difference in the maximum stress. The maximum stress is lowest in specimens with the 
standard area and large strain gages, and largest in specimens with the reduced area and no strain gages. 
For the SHB tests the results from tests with different specimens are shown in figure 20. As with the  
E-862 resin, the stress strain curves from tests with the long dog-bone shaped specimen have oscillations 
and the curves from the tests with the short cylindrical specimens are smooth. No methodical differences 
are observed with regard to the maximum stress, except that the maximum stress from one of the tests 
with a long specimen and without strain gages attached is higher than the rest. 
 
Results of Modulus and Relaxation Tests 
 
The variation in dynamic shear modulus during a constant rate temperature ramp is one method used 
to determine the glass transition temperature, Tg, of polymer resins. Data of this type is shown in figures 
21 and 22 for measurements at a frequency of 10 rad/s (1.59 Hz). One method for calculating Tg from 
these curves is to determine the intercept of the linear regions above and below the glass transition, as 
shown in figures 21 and 22. Using this approach, Tg = 133 °C for the E-862 resin, and Tg = 148 °C for the 
PR-520 resin. The allowable service temperature for structural composites is typically at least 25° (and 
often 50 °C) below Tg. In this temperature range the resin is mainly elastic in character, as indicated by 
the large value of G′  compared to G ′′ . In this elastic (or “glassy”) region, the modulus decreases with 
increasing temperature primarily because thermal expansion leads to an increased molecular spacing, 
which reduces intermolecular forces. Although the viscous component is small, the viscoelastic nature of 
the material causes the modulus to be rate and time dependent. The rate dependence at several 
temperatures is shown in figures 23 and 24. The slight increase in modulus with increasing frequency is 
typical for polymers in the glassy region. The time dependence is shown in the stress relaxation curves at 
30°C in figures 25 and 26. The stress decreases by about 10 percent after 60 minutes. The shear modulus 
measurements at temperatures above Tg also provide useful information about the behavior of the resin. In 
figures 21 and 22, G′  decreases sharply and then levels off in a plateau region as the temperature is 
increased beyond Tg. In the plateau region, thermal energy is high enough to overcome barriers to local 
motion of the polymer chain segments, and the stiffness is determined by the permanent crosslinked 
network of the polymer chains. The magnitude of G′  in the plateau region is an indication of the 
crosslink density.  Resins that are highly crosslinked have a higher value of G′  in the plateau region and 
tend to be more brittle.  The higher value of G′  in the plateau region for E-862 resin compared to PR-520 
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resin suggests a higher crosslink density and is consistent with the observation of more brittle behavior 
for the E-862 resin. 
 
Discussion of the Experimental Results 
 
The response of the E-862 and PR-520 resins is strongly affected by the rate of deformation and the 
type of loading. In shear both resins are ductile with a maximum strain that exceeds 0.2. The ductility of 
the E-862 resin decreases with increasing strain rate and the PR-520 resin shows evidence of localized 
deformation. The strain rate has a very significant effect on the maximum shear stress, which increases 
considerably with increasing strain rate. In tension both resins are much more brittle. At the intermediate 
and high strain rates the response is essentially linear to failure. At the low strain rate an initial linear 
response is followed by a non-linear behavior. Near the end, the slope of the stress-strain curves of the  
E-862 resin is very small. For the PR-520, the curves end with a plateau or even a negative slope. The 
hydrostatic component of the stress appears to affect the response in tension. This is especially evident in 
the E-862 resin where the specimens often fractured outside the gage section in regions where the 
hydrostatic stress component is higher. The toughened PR-520 resin has a higher failure stress in tension 
and a higher maximum stress in shear compared to the untoughened E-862 resin. 
The effect of strain rate on the shape of the stress-strain curves can be understood in terms of 
molecular structure and molecular motions by comparing the time scale (or rate) of molecular motions to 
the time scale (or rate) of deformation in a particular test. At high strain rates, deformation during the time 
scale of the test involve only short-range intermolecular interactions between polymer chains without any 
change in the intramolecular configuration (shape) of the large polymer chains. This type of deformation 
is not strongly rate dependent, as shown in figures 23 and 24. At lower test rates molecular motions are 
fast enough (compared to the time scale of the test) to allow changes in the intramolecular configuration 
(i.e. shape of the extended polymer chain) during the test. Below the glass transition temperature, these 
changes in shape result from very short displacements of small segments of the polymer chains. These 
motions result in viscoelastic (or time-dependent) material behavior at all strain levels and contribute to 
plasticity at larger strains. 
If the duration of a constant strain rate tensile test is sufficiently long, the shape of the stress-strain 
curve is affected by stress relaxation during the test, as shown in the stress relaxation curves at 30°C in 
figures 25 and 26. Since displacement is constant during the stress relaxation test, the data in figures 25 
and 26 can be considered to be taken at zero strain rate.  For the low strain rate tensile tests shown in 
figures 12 and 18, the duration of the tests is about 15 minutes or more. The data in figures 25 and 26 
indicate that stress relaxation is significant during this time interval. The durations of the intermediate and 
high rate tests in figures 12 and 18 are too short for significant stress relaxation to occur.  As a result, 
stress-strain curves at the intermediate and high strain rates are nearly linear until brittle failure occurs. In 
contrast, stress relaxation during the low rate tests prevents the stress from reaching the level required for 
brittle failure, and the stress-strain curves show a non-linear ductile response. As mentioned above, the 
same molecular motions responsible for stress relaxation (i.e. viscoelasticity) can also allow damage and 
plastic deformation to occur at higher strains. It is therefore not possible to separate the effects of 
viscoelasticity, plasticity, and damage on the shape of the stress-strain curves without further 
investigations such as determining the reversibility of the deformation and examining test specimens for 
indications of flow or damage. 
The effect of strain rate on the shapes of the shear stress-strain curves in figures 11 and 17 can also be 
understood in terms of molecular motions. Similar to the tensile tests, the stress-strain curves are linear 
and nearly independent of rate in the low strain region where stiffness is determined primarily by 
intermolecular interactions and the time is too short for stress relaxation to be significant. However, in 
contrast to the tensile tests, the torsion specimens never fail in a brittle manner. Instead, yielding occurs at 
a low strain followed by a long plateau region of nearly constant stress. The strain at which the curves 
become nonlinear and the magnitude of the stress in the plateau region both increase with increasing 
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strain rate. Both of these effects are consistent with a decrease in the amount of stress relaxation and 




The constitutive model presented is based on Bodner’s internal state variable constitutive equations 
(Bodner 2002), which were originally developed to analyze the viscoplastic deformation of metals above 
one-half of the melting temperature. The model is modified to analyze the strain rate and hydrostatic 
stress dependent, nonlinear deformation of polymeric materials. In the present model, a single unified 
strain variable is defined to represent all inelastic strains (Stouffer and Dame 1996).  Inelastic strains are 
assumed to be present at all values of stress (there is no yield condition), and state variables, which evolve 
with stress and inelastic strain, are defined to represent the average effects of the deformation 
mechanisms. All of the nonlinearity and strain rate dependence is assumed to be due to inelastic 
deformation, where in reality the nonlinearity could be due to mixture of deformation and damage. 
 
Flow and Evolution Equations.—Small strain theory is assumed to apply where the total strain rate, 






ijij ε+ε=ε   (3) 
 








∂λ=ε  (4) 
 
where λ is a scalar rate function of the internal state variables, and f is a flow potential. The flow potential 
f is taken in a form proposed for polymers by Li and Pan (1990), Chang and Pan (1997), and Hsu, et al. 
(1999), which is based on the Drucker-Prager hydrostatic stress dependent yield criterion (see Khan and 
Huang (1995)): 
 
 kkJf ασ+= 2  (5) 
 
where ( ) ijSJ 2/12 =  is the second invariant of the deviatoric stress tensor, and α is an internal hydrostatic 
























exp2  (6) 
 
where D0 and n are material constants, and Z is an internal stress state variable. The effective stress efσ  is 
given by kkef J ασ+=σ 33 2 . With these definitions the inelastic work rate 







IW εσ=εσ=    (7) 
 
where the equivalent inelastic strain rate, Ieqε , can be determined to be ( ) 26132 α+εε=ε IijIijIeq  . 
The value of the scalar rate function λ is related to the equivalent inelastic strain rate Ieqε  by Ieqε=λ 3 . 
An explicit equation for the components of the inelastic strain rate is obtained by substituting the 

































exp2   (8) 
 
The evolution equations of the internal state variables Z and α are: 
 
 
( ) IeqZZqZ ε−=  1   (9) 
 
 
( ) Ieqq εα−α=α  1    (10) 
 
where q is a material constant representing the “hardening” rate, and Z1 and α1 are material constants 
representing the maximum value of Z and α, respectively. The initial values of Z and α are defined by the 
material constants Z0 and α0. The evolution equation for the state variable α is new to this work, and is 
assumed to take the same form as the evolution equation for the state variable Z. Equation (8) gives non-
zero inelastic strains, and equations (9) and (10) give positive values for Z  and α , when the material is 
loaded with hydrostatic stresses. In the original Bodner model, Bodner (2002), the inelastic work rate is 
used in the evolution equation for Z. In the present modeling it is found that using the equivalent inelastic 
strain rate gives better correlation with the data, and is also easier to use.  
Determination of Material Constants.—The material constants that need to be determined include 
D0, n, Z0, Z1, α0, α1, and q.  The procedure to be used is summarized here, and more details can be found 
in Goldberg, et al. (2003). The constants are determined using shear and tensile stress-strain curves from 
constant strain rate tests. The value of D0 is assumed to be equal to 106 s–1, which is 104 times the 
maximum applied strain rate. The value of n and Z1 is determined from shear tests. For pure shear 

















exp2   (11) 
 
The hydrostatic stress component is not present which means that the variable α, and consequently 
the constants α1 and α0, that are associated with the effects of the hydrostatic stress, are absent from the 
equation. In shear, the experimental results show a ductile material response with stress-strain curves that 
display a defined “saturation” stress where the inelastic strain rate equals the total applied strain rate. This 
occurs at the point where the stress-strain curve flattens out and becomes horizontal. In equation (11), 
when the shear stress reaches “saturation”, the value of Z is Z1. The value of n and Z1 is determined from 
equation (11) by using the experimental values of the “saturation” shear stress at different strain rates 
(least squares regression of a linearized form of eq. (11)). 




















   (12) 
 
The value of Z0 is calculated by identifying the value of the shear stress where the stress-strain curve 
becomes nonlinear for a particular constant strain rate shear test. The point where the stress-strain curve 
becomes nonlinear is defined as the approximate point where the curve appreciably deviates from a linear 
extrapolation of the initial stress-strain curve. The total shear strain rate divided by 100 was found by trial 
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and error to approximate the inelastic strain rate at this point reasonably well. Using the data from the 
lowest strain rate test available has been found to give adequate values of Z0. However, the determination 
can also be made by averaging the values of Z0 that are obtained from data from all the available strain 
rates. 
To determine the value of the constant q in equations (9) and (10), first equation (9) is integrated for 
the case of pure shear loading: 
 





exp01   (13) 
 
where Iγ  is the inelastic shear strain. At saturation, the value of Z approaches Z1, resulting in the 








⎛ γ− Isq   (14) 
 
For a given value of Isγ , the inelastic shear strain at saturation, equation (14) can be solved for q. If 
I
sγ  is found to vary with strain rate, the parameter q is computed at each strain rate and regression 
techniques are utilized to determine an expression for the variation of q.  Since Equations (9) and (10) 
have the same formats, integrating and using equation (10) would lead to an identical value for q. 
The value of the constants α0 and α1 are obtained from the requirement that the effective stress σef 
( kkef J ασ+=σ 33 2 ), has the same value in uniaxial tension and in shear tests at the point where the 
stress-strain curve becomes nonlinear and at the point where the curves become saturated. At these two 
points the effective stress is given by: 
 
 ( ) nlnl τ=α+σ 331 0  (15) 
 
 ( ) ss τ=α+σ 331 1    (16) 
 
where σnl and τnl are the tensile and shear stresses at the point where the respective stress-strain curves 
become nonlinear, and σs and τs are the tensile and shear stresses at saturation, respectively. It is assumed 
that the constants α0 and α1 are strain rate independent. 
Modeling the PR-520 resin.—The ability of the developed constitutive equations to correctly 
simulate the strain rate and hydrostatic stress dependent response of polymers is demonstrated for the  
PR-520 resin. The material constants D0, n, Z0, Z1, α0, α1, and q. were determined according to the 
procedures outlined in the previous subsection. The elastic modulus for the low and medium strain rate is 
estimated from the corresponding stress-strain curves. For the high strain rate, since the initial part of the 
stress-strain curve is not accurate, the elastic modulus is estimated by extrapolating the stress strain curves 
to zero. The values of all the constants are listed in table 1. 
The computed shear stress-shear strain curves for the low, medium, and high strain rates, are shown 
together with the experimental results in figure 17 (in the low strain rate it is difficult to see the calculated 
curve since it coincides with several of the overlapping experimental curves). Overall, the computed 
results correlate well with the experimental values for all strain rates. Specifically, the nonlinearity and 
rate dependence of the experimental results are captured qualitatively, and the quantitative match between 
the experimental and computed results is reasonably good. 
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The computed tensile stress-strain curves for all three strain rates, along with the experimental results 
for comparison, are shown in figure 18. Once again, qualitatively the nonlinearity and rate dependence of 
the experimental results is captured. Quantitatively, at the medium strain rate the stresses in the nonlinear 
range are somewhat under predicted, but otherwise there is a good correlation between the experimental 
and computed curves. The high strain rate tensile stresses are somewhat under predicted at lower strains, 
but this is most likely due to the inaccuracy of the SHB technique at small strains. For the tensile results, 
the important point to note is that the material constants were primarily computed using the shear data, 
and the comparison of the computed results to the experimental tensile data is overall reasonably good. 
To further explore the significance of properly accounting for the hydrostatic stress effects in the 
analysis, the tensile stress-strain curve at the low strain rate is once again considered. Figure 27 shows the 
experimental stress-strain curves and the computed curve when the hydrostatic stress effects are included 
in the model (α included in the constitutive model), and the computed curve when the hydrostatic stress 
effects are not included in the model (α not included in the constitutive model). In the latter case the 
calculations were carried out with α0 = α1 = 0. As can be seen in the figure, when the hydrostatic stress 
effects are neglected in computing the tensile response, the stresses are significantly over predicted as 
compared to the experimental results, which indicates that the hydrostatic stress effects are significant for 




The tensile and shear properties of E-862 and PR-520 epoxy resins were measured over a range of 
strain rates from approximately 5x10–5 s–1 to 700 s–1. The toughened PR-520 resin has a higher failure 
stress in tension and a higher maximum stress in shear compared to the untoughened E-862 resin. In 
tension, the hydrostatic component of the stress causes failure of the untoughened resin outside of the 
gage section. Premature failure occurs near the location of adhesively bonded stain gages. The toughened 
resin is not sensitive to these premature failure effects in tension. Localized deformation in the PR-520 
resin causes a decreasing slope in the stress-strain curves at high strains in the shear tests. In the tensile 
tests, the transition from ductile to brittle response occurs between the low and intermediate test rates 
examined. The ductile response is attributed to the effects of stress relaxation and plastic deformation that 
can occur during the relatively long time scale of the lowest rate tests. In the shear tests the material 
response is ductile at all strain rates. The onset of nonlinearity and the magnitude of the maximum stress 
decrease with decreasing strain rate. These effects are also attributed to the relatively larger effect of 
stress relaxation and plastic deformation during the longer time scale of the low rate tests. The hydrostatic 
stress has a significant effect on the response (load-deformation relationship) of the resins. These effects 
must be accounted for in any constitutive formulation that is used to model the material response. A 
unified internal state variable formulation that is based on Bodner’s formulation, and is modified to 
include the effects of the hydrostatic stress, is introduced. Good correlation with the experimental results 
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Figure 1.—Schematic of the tensile split Hopkinson bar  















Figure 2.—Dog-bone shaped tensile test specimen (dimensions in mm),  
(a) specimen with uniform thickness, (b) specimen with reduced  






Figure 3.—Short cylindrical specimen and adapter for  









Figure 4.—Torsion test specimen  


































































































































































































































































Slope in this region
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Tensile split Hopkinson bar
Strain
Specimen's strain gages
Slope in this region
corresponds to
Strain rate 525 s-1
 
 






































Strain Rate ~2.5 s-1
Strain Rate ~1.3x10-4 s-1
Thin lines are tests with wall thickness of 0.025 in.
Thick lines are tests with wall thickness of 0.049 in.
 
 


















































Tensile testsStrain Rate ~460 s-1
Strain Rate ~1.3 s-1
Strain Rate 5.6x10-5 s-1
 
 














































































































































































Figure 14.—Tensile stress strain curves for E-862 resin  











































Reduced area, no strain gages


















































































































Thin lines - large strain gages






Figure 15.—Tensile stress strain curves for E-862 epoxy  






















































Torsion tests Strain Rate ~700 s-1
Strain Rate ~2.6 s-1
Strain Rate ~1.3x10-4 s-1
Thin lines are tests with wall thickness of 0.025 in.
Thick lines are tests with wall thickness of 0.049 in.
 
 
Figure 17.—Shear stress strain curves for PR-520  







































Strain Rate ~1.6 s-1
Strain Rate 5.1x10-5 s-1
 
 


























































































































Figure 19.—Tensile stress strain curves for PR-520 epoxy  











































Thin line: reduced area




































































































Thin lines: with strain gages














Figure 20.—Tensile stress strain curves for PR-520 epoxy  
















































































































Figure 23.—Effect of test rate and temperature on  












































Figure 24.—Effect of test rate and temperature on  
































































































Figure 27.—The effect of the hydrostatic stress state variable α on  
the calculated stress-shear strain curves for PR-520 resin  
at strain rate of 5.1x10–5 s–1 (Low Rate). 
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The mechanical response of E-862 and PR-520 resins is investigated in tensile and shear loadings. At both types of loading
the resins are tested at strain rates of about 5×10–5, 2, and 450 to 700 s–1. In addition, dynamic shear modulus tests are
carried out at various frequencies and temperatures, and tensile stress relaxation tests are conducted at room temperature.
The results show that the toughened PR-520 resin can carry higher stresses than the untoughened E-862 resin. Strain rate
has a significant effect on the response of both resins. In shear, both resins show a ductile response with maximum stress
that is increasing with strain rate. In tension a ductile response is observed at low strain rate (~5×10–5 s–1), and brittle
response is observed at the medium and high strain rates (2, and 700 s–1). The hydrostatic component of the stress in the
tensile tests causes premature failure in the E-862 resin. Localized deformation develops in the PR-520 resin when loaded
in shear. An internal state variable constitutive model is proposed for modeling the response of the resins. The model
includes a state variable that accounts for the effect of the hydrostatic component of the stress on the deformation.


